
ANDROID_VERSION=4.2.2 

PHONE_MODEL=Nexus 7 

USER_COMMENT= 

LOGCAT=--------- beginning of /dev/log/main 

D/CarCam  ( 1624): ru.pccar.OnBootReceiver:Service loaded while device boot. 

D/CarCam  ( 1624): ru.pccar.CarCamService:onCreate 

D/CarCam  ( 1624): ru.pccar.CarCamService:try to open device 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService:cannot prepare device 

D/CarCam  ( 1624): ru.pccar.CarCamService:onStartCommand 

D/CarCam  ( 1624): ru.pccar.CarCamService:try to open device 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=0 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=1 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=2 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=3 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=4 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 



D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=5 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=6 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=7 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=8 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=9 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=10 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=11 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=12 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 



D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=13 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=14 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=15 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=16 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=17 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=18 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 

D/CarCam  ( 1624): Cannot identify '/dev/video0': 2, No such file or directory 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamDevice:cannot prepare device try=19 

D/CarCam  ( 1624): ru.pccar.Main:onCreate 

D/CarCam  ( 1624): ru.pccar.CameraPreview:CameraPreview constructed 

D/CarCam  ( 1624): ru.pccar.CameraPreview:surfaceCreated 

D/CarCam  ( 1624): ru.pccar.CarCamService:onBind 

D/CarCam  ( 1624): start capturing and open device 

D/CarCam  ( 1624): device /dev/video0 

D/CarCam  ( 1624): format: NTSC 

D/CarCam  ( 1624): pixformat: stk1160 (UYVY) 

D/CarCam  ( 1624): width=720, height=480 



D/CarCam  ( 1624): device opened 

D/CarCam  ( 1624): device init - OK 

D/CarCam  ( 1624): ru.pccar.CarCamService:device prepared. 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamRepeat:start repeating 

D/CarCam  ( 1624): ru.pccar.CameraPreview:onServiceConnected 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamRepeat:unknown device status: 0 

D/CarCam  ( 1624): ru.pccar.CameraPreview:unknown device status: 0 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamRepeat:activity already started 

D/CarCam  ( 1624): ru.pccar.CarCamService$CarCamRepeat:end repeating 

D/CarCam  ( 1624): select timeout 

D/CarCam  ( 1624): ru.pccar.CarCamService:lost device, try to close device 

D/CarCam  ( 1624): close device 


